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Power [kW]

1.8
Base speed [rpm]

12000
Base voltage Δ [V]

220

Protection

IP64
Min speed [rpm]

6000
Max speed [rpm]

12000

Absorb. Δ [A]

8.0

Part number on nameplate

COM41470559
Peso / weight

10.08 kg
Balancing type
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rev. n°

21/09/2016

date

D. Bottarel

signature

Base voltage Y [V] Absorb. Y [A]

380 4.6
Duty Cycle

S1
Base freq. [Hz]

200

Max freq. [Hz]

200
Ins. Cl.

F

Balancing according to 
ISO 1940 - G2.5 @ 12000 rpm

Tolleranze non quotate: UNI EN 22768 fH
Smussi non quotati: 0.5 mm
Rugosità secondo UNI ISO 1302

Drawing code

COM41470559

Power [kW] Base speed [rpm] Base voltage Δ [V] Absorb. Δ [A] Base voltage Y [V] Absorb. Y [A]Duty Cycle Base freq. [Hz]
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O
5,599

O 30
g6

-0
,0

07
-0

,0
20

O

0,8

M20 x 1.5 - 4H LH
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USE DRIED AIR:
ACCORDIND TO DIRECTIVE ISO 8573-1
CLEANLINESS CLASS 2/4/3
SOLID PARTICLES: 1 mincron/1PPM
HUMIDITY: DEW POINT 3°C
OIL: 1mg/m^3
USE 5 micron FILTER +
0,1 micron min OIL SEPARATOR.
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Pressurization air inlet 2,5bar

PG11

SW 8mm

139,2

=
=

83

= =

=
=

rotation

4 X M6 (prof.=9,5)

4 X M6 (prof.=7) - on both sides
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