Linguetta UNI 6604-C

8 x 7 x 45 forata

M8 (prof.=20) RH
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Power [kW] Duty Cycle Base speed [rpm] | Base freq. [Hz] |Base voltage A [V] | Absorb. A [A] |Base voltage Y [V] | Absorb. Y [A]
7.5 S6 60% | 5600 100 230 27.7 400 16.0
Power [kW] Duty Cycle Base speed [rpm] | Base freq. [Hz] |Base voltage A [V] | Absorb. A [A] |Base voltage Y [V] | Absorb. Y [A] E ”””” ”
Min speed [rpm] Max speed [rpm] | Max freq. [Hz] Protection Ins. Cl. Part number on nameplate Teknomotor S.r.l.
Via Argenega 31, 1-32038 Quero Vas (BL)
3000 6000 100 IP54 F COM71800411 www.teknomotor.com
Balancing type § Fry § § Peso / weight Title
= X =
Futkey |[-Q=|-©O | 2272kg 7180-C-SB-L50-FK-RH
rev. n° description date signature Customer Drawing code
00 | Emissione 15072021 | D.Bottarel | Catalogo COM71800411
Tolleranze non quotate: UNI EN 22768 fH
Smussi non quotati: 0.5 mm
Rugosita secondo UNI ISO 1302
drawn - date approved - date checked - date sostituisce il foglio / sheet scala i A4
M. Giacomett - 15/07/2021 | S. Perli - 15/07/2021 | S. Perli - 15/07/2021 | <o<tituito dal 1/1 n.d.

Il presente disegno e di proprieta esclusiva di Teknomotor S.r.l. La riproduzione totale e/o parziale e la divulgazione a terzi, senza nostro esplicito consenso scritto, verra perseguito secondo i termini di legge in vigore




