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Power Cable for A2 &B2 servo systems 100/200/400/750 Watt 

24-8-2021 Kevin Damen & Micky Vork 

Power Cable Wiring looms for DamenCNC RTR Servo controllers, using Delta ASDA-A2 and/or ASDA-
B2 drivers (100,200,400,750W) and/or Delta ASD-M-0721-M. Starting from the servo driver. The 
UVW power cable has to be connected chassis cable, our part number 4970/5121. From there we are 
in the middle column, these are just standard plug and play M12-S (3+PE) Male/Female cables. You 
could also DIY these using a MALE and FEMALE M12-S connector. The pining is 1 to 1. Next step is to 
attach the M12-S (3+PE) Male connector to the servomotor. 
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Delta ASDA A2/B2 Driver  Motor 
Connection  (U/V/W + Earth) 
Pin number, color & function 

M12-S (3+PE) Male / Female 
Cable. Pin number and color 

Cable colors on Servomotor 
Pin number, color & 
function 

U  1 Black 1 1 Red 
V  2 Black 2 2 White 
W  3 Black 3 3 Black 
  4 Green/Yellow 4 Green/Yellow 
 Shield (to housing)  Shield (to housing)  Shield (to housing) 
NOTE: Always use a MALE connector on the motor side (4965)  
Suggested standard cables 5480,5481,5482,5483 

Use proper EMC shielding 
on the driver side. For 
example our 5206 
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Reference Material from Delta A2 manual page 48 (12-8 Revision July 2015) 
WARNING: Always look at the physical connector included with the A2 driver. It has a sticker on 
it, that is labeled UVW.  
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Reference Material from Delta A2 manual page 49 (12-8 Revision July 2015) 
Here you can verify that color coding for the servomotor is correct (third column) 
WARNING: Always look at the physical connector included with the A2 driver. It has a sticker on 
it, that is labeled UVW. 
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Reference Material from Delta B2 manual page 40 (Revision May 2018) 
WARNING: Always look at the physical connections on the B2 driver. The driver has a sticker on 
it, that is labeled UVW, and is also color coded.  
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Reference Material from Delta B2 manual page 41 (Revision May 2018) 
Here you can verify that color coding for the servomotor is correct (third column) 
WARNING: Always look at the physical connections on the driver. The driver has a sticker on it, 
that is labeled UVW, and is also color coded. 
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Reference Material from Delta B2 manual page 45 (Revision May 2018) 
Here you can verify that color coding for the servomotor is correct (third column) 
WARNING: Always look at the physical connections on the driver. The driver has a sticker on it, 
that is labeled UVW, and is also color coded. 
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Reference Material from Delta B2 manual page 46 (Revision May 2018) 
Here you can verify that color coding for the servomotor is correct (third column) 
WARNING: Always look at the physical connections on the driver. The driver has a sticker on it, 
that is labeled UVW, and is also color coded. 
 

 
 

 


