
24VDC connection, to activate 
cone cleaning function

24VDC connection, to activate toolchange function
WARNING: Do not activate when motor is running

We include 10 meters of hose, that is mounted 
between filter regulator and the valves. This length 
can be tuned to your application.

Flow Regulator to set the amount 
of flow during cone cleaning

10 meters of cable included

Connect to CENTRAL pneumatic port
on ATC71-HSK63F
Front Bearing Sealing + Cone Cleaning
Ø8x5.5 PU-Polyeth. AirHose Blue

Connect to Cone Clean
port on ATC71-HSK63F
Ø4x2.5 PU-Hose
NOTE: This is only 
available on 
HSK63F models that 
have been modified 
by DamenCNC

Connect to LEFT pneumatic port
on ATC71-HSK63F
(seen from behind)
Toolholder hook-up
Ø8x5.5 PU-Polyeth. AirHose 

Connect to RIGHT pneumatic port
on ATC71-HSK63F
(seen from behind)
Toolholder Release
Ø8x5.5 PU-Polyeth. AirHose

Mount the pneumatic valves close to the ATC71 motor.
This will prevent problems with pressure pulses
Try to keep the hoses < 2 meters if possible
(we supply 1 meter hoses in the set)

NOTE: Cone cleaning valve is a special modification to the ATC71-HSK63F, 
done by DamenCNC when both the ATC71-HSK63F and the DIY Pneumatic
Package for Teknomotor ATC71-HSK63F are ordered. On ATC71-ISO30
motors this modification is not required. 
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